
Hendrickson AERO CLAD® bumpers for 
International® LoneStar® tractors

Some assembly required. Top trim pieces will need to be painted to match. Comes with detailed instructions for assembly.

International® LoneStar®

AERO CLAD® bumpers for LoneStar® tractors offer a bright mirrored finish that is both lightweight and durable. Unlike 
chrome bumpers, AERO CLAD bumpers resist corrosion, cracking, pitting, peeling and fading. Hendrickson bumpers for 
LoneStar include all brackets, primed top trim pieces, lights, rock screen and all hardware to complete the replacement  
of OEM bumpers - either chrome or AERO CLAD. Backed by a 5-year warranty*,  AERO CLAD bumpers offer the quality  
and reliability that customers have come to expect from Hendrickson.

* Contact your local Hendrickson representative for complete warranty terms, conditions and limitations.

AERO CLAD®

Bumper

To learn more about AERO CLAD,
call 815.727.4031 or visit  
www.hendricksonbumper.com



AERO CLAD® Bumper for International® LoneStar® Specifications

AERO CLAD Features and Benefits

•  Durable, bright mirrored finish

•  Finish 10 times thicker than chrome

•  Resists corrosion

•  Resists cracking, pitting, peeling and fading

•  Lightweight for better fuel economy

•  Minor abrasions can be buffed

•  Quality American made product

•  Full 5-year limited warranty*

* Contact your local Hendrickson representative for complete warranty terms, conditions and limitations.

A durable lightweight solution for your on highway and vocational needs with a brilliant mirror finish that is 10 times thicker than chrome. 

NON WINGMAN

WINGMAN

PART NO. MATERIAL / FINISH GAUGE / 
THICKNESS LIGHT CENTER STEP VENT TOW YEAR EXCLUSIVE 

THROUGH OEM BRACKET

AM2460SSC** AERO CLAD 0.125 in Y N Y Y 2008 and up Y Yes

PART NO. MATERIAL / FINISH GAUGE / 
THICKNESS LIGHT CENTER STEP VENT TOW YEAR EXCLUSIVE 

THROUGH OEM BRACKET

AM2461SSC** AERO CLAD 0.125 in Y N Y Y 2008 and up Y Yes

NOTE: **Includes primer coated top trim pieces, lights, wiring harness, rock screen and hardware.

NOTE: **Includes primer coated top trim pieces, lights, wiring harness, rock screen and hardware.

Top Filler Replacements

NOTE: Top filler kits include both driver and passenger side replacements and associated mounting hardware.

2008 to 2016 models require mounting braces 4057544C3 and 4057545C3 (available through your Navistar dealer.) Not retrofitable to the special edition 
Harley Davidson Model.

PART NO. MATERIAL / 
FINISH

GAUGE / 
THICKNESS STYLE LIGHT CENTER 

STEP VENT TOW RADAR MODEL
EXCLUSIVE 
THROGH 

OEM
YEAR MOUNT / BRACKET

602209KXS TPO  — Top Fillers  —  —  —  —  — LoneStar Y All  —

SPECIALTY PRODUCTS - BUMPER AND TRIM
501 Caton Farm Road
Lockport, IL 60441 USA
815.727.4031
hbatcustservice@hendrickson-intl.com

Call Hendrickson at 815.727.4031 for additional information.
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