
International® 7000 Series Bumpers All-Makes

To learn more about AERO CLAD,  
call 815.727.4031 or visit  
www.hendricksonbumper.com

BUMPER International® 7000 Series

Contact your local Hendrickson representative for complete warranty terms, conditions and limitations.



PART NUMBER MATERIAL / FINISH STYLE VENT TOW EXCLUSIVE APPLICATION

7442 Steel Chromed 12" Set Forward X X N A
7445 Steel Chromed 12" Set Back X X N A

7442B Steel Primed 12" Set Forward X X N A
7445B Steel Primed 12" Set Back X X N A

7442SSC AERO CLAD® 12" Set Forward X X N A

7445SSC AERO CLAD 12" Set Back X X N A

APPLICATION GUIDELINES

A B C

7300 – Oct. 2001 and newer 7300 – Oct. 2001 and newer 7400 – July 2001 and newer

7400 – July 2001 and newer 7400 – July 2001 and newer 7500 – July 2001 and newer

7500 – July 2001 and newer 7500 – July 2001 and newer 7600 – April 2002 and newer

7600 – April 2002 and newer 7600 – April 2002 and newer

7700 – Dec. 2003 and newer

 International® 7000 Series Specifications

PART NUMBER MATERIAL / FINISH STYLE VENT TOW EXCLUSIVE APPLICATION

7467 Steel Chromed 12" Set Forward Curved End X X Y A
7467B Steel Primed 12" Set Forward Curved End X X Y A
7468 Steel Chromed 12" Set Back Curved End X X Y B

7468B Steel Primed 12" Set Back Curved End X X Y B
7469SSC AERO CLAD® 12" Set Back Curved End X X Y C

HENDRICKSON BUMPER
501 Caton Farm Road
Lockport, IL 60441 USA
815.727.4031
hbatcustservice@hendrickson-intl.com

Call Hendrickson at 815.727.4031 for additional information.
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Actual product performance may vary depending upon vehicle configuration, operation, service and other factors.
All applications must comply with applicable Hendrickson specifications and must be approved by the respective vehicle manufacturer with the vehicle in its original, as-built configuration.

Contact Hendrickson for additional details regarding specifications, applications, capacities, and operation, service and maintenance instructions.


